E-SET |

INTEGRAL ELECTRONIC BALLAST LUMINAIRE

FEATURES
~» Long operating life.

Wide operation voltage range.

Composed of high quality energy saving electronic ballast.

b
~» Slim design with aluminum housing classI Luminaire.
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Very easy to install with removable diffuser.

BALLAST SPECIFICATION
Safety Input Voltage Range
Operating Input Voltage
Power Factor

DC Voltage Operation

Maximum Case Temperature (tc)

Environmental Operating Temperature (ta)

Maximum Relative Humidity
Safety
Withstanding Voltage

Guaranteed Withstanding Voltage

Insulation Resistance
Endurance

143 to 275 Volts

176 to 255 Volts

0.6°C

175 to 240 Volts DC
60°C

5t050°C

90% non - condensing
IEC 60598-1, IEC 60598-2-1
IEC 60598-2-1

1800 Vac

>2MQ

IEC 60929

Electromagnetic Compatibility (EMC)

Immunity

Main Transient Over Voltage
Lamp Current Crest Factor
Lamp Flicker

Output Frequency

Ballast Lumen Factor

Lamp Starting

Case & Connection

LAMP

T8/T10/(G13)
41 [ E

CISPR 15

IEC 61547

( EN 61000-4-2/-3/-4/-5/-6/-11")
IEC 60929

1.7

Non Visible

25 to 60 kHz

0.95

Instant Start

Aluminium & Polycabonate

ENERGY SAVING BALLAST

( ECONOWATT )




