EZY SET

INTEGRAL ELECTRONIC BALLAST LUMINAIRE

FEATURES

\ B AARA

BALLAST SPECIFICATION
Safety Input Voltage Range
Operating Input Voltage

Power Factor

DC Voltage Operation

Maximum Case Temperature (tc)
Environmental Operating Temperature (ta)
Maximum Relative Humidity
Safety

Withstanding Voltage

Guaranteed Withstanding Voltage
Insulation Resistance

Easy to install with a/c input receptacle at both two ends.

Slim design with plastic housing and RoHS compliance.

Composed of high quality energy saving electronic ballast.

Fully comply to IEC 60598-1, IEC 60598-2-1, EN 55015 and IEC 61547.
Highest safety with double insulation and plastic housing.
Environmental friendly with ECO-Design and RoHS compliance.

143 to 275 Volts
176 to 255 Volts
06C

175 to 240 Volts DC
60°C

0t040°C

90% non - condensing
IEC 60598-1

IEC 60598-2-1
2500Vac

>4 MQ

Immunity

Electromagnetic Compatibility (EMC)

Lamp Flicker

Output Frequency
Ballast Lumen Factor
Lamp Starting

Case

Lamp Holder
Translucent Cover
Life Time

LAMPS

T8/T10(G13)

Ell

IEC 61547
CISPR 15

Non Visible

25 to 60 kHz
0.95

Instant Start
PVC VO, Anti UV
Polycabonate

Polystyrene

Longer than 50,000 Hours

ENERGY SAVING BALLAST

( ECONOWATT )




