MOVIN SENSE & SENSE HUB @-

Motion detector controller for analog dimming ballast.

MODEL : SENSE HUB
) | Movement detected dimming control for Analog Dimming Ballast
Connect* to 6 sets Movin Sénse and Codntin Sense.
't0 20 sets Analog Dimnfing Ballast

GENERAL

The “ Movin Sense ” is a ceiling and wall mount 360°motion sensor designed to use
with “ Sense Hub ”. The Sense Hub will analyze all signals from 6 Movin Sense for
control 1 to 20 sets of analog dimming ballasts.In order to extend sensor terminal,

“ Sense Hub ” has an extended terminal to synchronize with next “ Sense Hub ”.
This system can reduce energy consumption down to 30% in non public area such
as warehouse, lavatory and elevator hall without turn off the light.

FEATURES

@® 220 Vac voltage input rated.

@® Microprocesser control combine with adjustable dimming level and delay time.
@® Connect Movin Sense up to 6 sets. with extended terminal.

® Connect “ Analog Dimming Ballast ” up to 20 sets per hub.

@ Easy wiring and installation using DIN rail mounting.
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DESCRIPTION
SENSE HUB

. Input supply terminals 220Vac, 50Hz \®

1

2. Output signal terminals 1...10Vdc connect 1 to 20 Sets of Analog Dimming Ballast
3. Input signal terminals connect 1 to 6 sets Movin Sense

4. Volume to adjust stand by light level.

5. Volume to adjust delay time before start dimming function.
6. Volume to adjust speed of dimming from low to high level.
7. Extended terminal.
8. DIN rail for wall mounting.

MOVIN SENSE /

Output signal terminals to Sense Hub m

Fresnel lens.

Sensitivity trimmer.

Hole for fixing screw.

Hole for control cable pass through the ceiling or wall.
Cover cap.

7. Cover locking screw.
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